FCTD-025-25-47 PARALLEL PORT FILTER
REV DATE

#4-40 Threaded Inserts 2PLS, Both ends
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OUTLINE DRAWING

STROBE | /ACX | DATA |STATUS [GROUND
BUSY | LINES
RISE TIME 215ns | 135ns | 490ns | 170 ns —1 _ LINE 1 —
SOURCE IMP.| 50 50 50 50 50 STROBE <+— e
LOADIMP. | 39K | 39K | 39K | 39K | 50 T
MINIMUM 680 12 | (8dB | 800 T LINES 10,11
1dB BW KHz | MHz |RIPPLE)| KHz —
INSERTION | 0.1 01 01 | o1 01 éﬁgé « T
LOSS MAX | MAX | MAX | MAX | MAX -
ATTEN. @ 56 10 1 5 20 ] o~ LINES2-9 ),
10 dB MHz | MHz | MHz | MHz | MHz DATA <— |2 T LA
20dB 19 31 16 30 65 LINES = =
MHz | MHz | MHz | MHz | MHz ¥ UNES12-17
30dB 65 110 | 26 | 110 | 240 STATUS <«— | W —
MHz | MHz | MHz | MHz | MHz T
40 dB 190 | 275 | 43 | 275 450 MHz ¥ LINES 18- 25
MHz MHz MHz MHz -1 GHz ~
45 dB 330 MHz 450 MHz 450 MHz GROUND  <— T e
-1GHz | -1GHz -1 GHz I I
50 dB 8 MHz
-1 GHz
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